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Mine Safety and Health Admin., Labor § 18.68 

Windows or lenses of smaller diameter 
than 1 inch may be tested by alternate 
methods at the discretion of MSHA. 

(b) Thermal-shock tests. Four samples 
of the window or lens will be heated in 
an oven for 15 minutes to a tempera-
ture of 150 °C. (302 °F.) and immediately 
upon withdrawal of the samples from 
the oven they will be immersed in 
water having a temperature between 15 
°C. (59 °F) and 20 °C. (68 °F.). Three of 
the four samples shall show no defect 
or breakage from this thermal-shock 
test. 

§ 18.67 Static-pressure tests. 
Static-pressure tests shall be con-

ducted by the applicant on each enclo-
sure of a specific design when MSHA 
determines that visual inspection will 
not reveal defects in castings or in sin-
gle-seam welds. Such test procedure 
shall be submitted to MSHA for ap-
proval and the specifications on file 
with MSHA shall include a statement 
assuring that such tests will be con-
ducted. The static pressure to be ap-
plied shall be 150 pounds per square 
inch (gage) or one and one-half times 
the maximum pressure recorded in 
MSHA’s explosion tests, whichever is 
greater. 

§ 18.68 Tests for intrinsic safety. 
(a) General: 
(1) Tests for intrinsic safety will be 

conducted under the general concepts 
of ‘‘intrinsically safe’’ as defined in 
Subpart A of this part. Further tests or 
requirements may be added at any 
time if features of construction or use 
or both indicate them to be necessary. 
Some tests included in these require-
ments may be omitted on the basis of 
previous experience. 

(2) Intrinsically safe circuits and/or 
components will be subjected to tests 
consisting of making and breaking the 
intrinsically safe circuit under condi-
tions judged to simulate the most haz-
ardous probable faults or malfunctions. 
Tests will be made in the most easily 
ignitable mixture of methane or nat-
ural gas and air. The method of making 
and breaking the circuit may be varied 
to meet a particular condition. 

(3) Those components which affect in-
trinsic safety must meet the following 
requirements: 

(i) Current limiting components shall 
consist of two equivalent devices each 
of which singly will provide intrinsic 
safety. They shall not be operated at 
more than 50 percent of their ratings. 

(ii) Components of reliable construc-
tion shall be used and they shall be so 
mounted as to provide protection 
against shock and vibration in normal 
use. 

(iii) Semiconductors shall be amply 
sized. Rectifiers and transistors shall 
be operated at not more than two- 
thirds of their rated current and per-
missible peak inverse voltage. Zener 
diodes shall be operated at not more 
than one-half of their rated current 
and shall short under abnormal condi-
tions. 

(iv) Electrolytic capacitors shall be 
operated at not more than two-thirds 
of their rated voltage. They shall be de-
signed to withstand a test voltage of 
1,500 volts. 

(4) Intrinsically safe circuits shall be 
so designed that after failure of a sin-
gle component, and subsequent failures 
resulting from this first failure, the 
circuit will remain intrinsically safe. 

(5) The circuit will be considered as 
intrinsically safe if in the course of 
testing no ignitions occur. 

(b) Complete intrinsically safe equip-
ment powered by low energy batteries: 

(1) Short-circuit tests shall be con-
ducted on batteries at normal oper-
ating temperature. Tests may be made 
on batteries at elevated temperature if 
such tests are deemed necessary. 

(2) Resistance devices for limiting 
short-circuit current shall be an inte-
gral part of the battery, or installed as 
close to the battery terminal as prac-
ticable. 

(3) Transistors of battery-operated 
equipment may be subjected to ther-
mal ‘‘run-away’’ tests to determine 
that they will not ignite an explosive 
atmosphere. 

(4) A minimum of 1,000 make-break 
sparks will be produced in each test for 
direct current circuits with consider-
ation given to reversed polarity. 

(5) Tests on batteries shall include 
series and/or parallel combinations of 
twice the normal battery complement, 
and the effect of capacitance and in-
ductance, added to that normally 
present in the circuit. 
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